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Langattoman sélekaihtimen ohjauspainikkeen kansi, 1 -kert.
Tilausnro. : 5491 ..

Kayttoohje

1 Turvallisuusohjeet
2 Sahkolaitteet saa asentaa vain valtuutettu sahkoasentaja.

Vaikeat loukkaantumiset, tulipalo tai aineelliset vahingot ovat mahdollisia. Tutustu huo-
lellisesti ohjeisiin ja huomioi ne.

Sdhkoiskun vaara. Kytke vapaaksi ennenkuin aloitat tyot laitteella tai kuorman parissa.
Huomio kaikki suojajohtokytkimet, jotka voivat aiheuttaa vaarallisia jannitteita laitteeseen
tai kuormaan.

Tama ohje on osa tuotetta ja se on tarkoitettu loppukayttijalle.

2 Kojeen rakenne
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Kuva 1: Kojeen rakenne

(1) Uppoasennettava kytkentalevy
(2) Kehys

(3) Radiopainike

(4) Tila-LED

3 Toiminto

Maaraysten mukainen kaytto

- Sahkotoimisten sale- ja rullakaihtimien seka markiisien manuaalinen ja radio-ohjattava
kaytto

- Kayttd sopivien eNet radiolahettimien avulla

- Asennus salekaihtimen kytkentalevyyn (lisatarvike)

Tuoteominaisuudet

- Verhojen asemointi tapahtumakutsulla

- Asento aurinkosuojalle ja himmennykselle
- Tilapalaute radiolahettimeen

- Verhojen toiminta-aika voidaa tallentaa

- Tilanayttdé LEDin kautta
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Saadettavissa eNet palvelimen avulla:

- Lamellien ohjausaika / kankaan pingotusaika

- Suunnanvaihtoaika

- Kulkusuunta voidaan muuttaa kdanteiseksi

- Kayttdsulut

- Alaliittymamaarityksen aktivoinnin poisto

- Asento aurinkosuojalle, himmennykselle, sulkusuojalle ja tuulihalytykselle

eNet-palvelimen lisatoiminnot:

- Taysin koodattu langaton siirto (AES-CCM) alk. eNet-palvelinohjelmiston versiosta 2.0
- Laitteen ohjelmiston paivitys
- Vikatallentimen lukeminen

Toiminta sdhkéjen palautumisen jalkeen

eNet-palvelimen avulla voidaan toiminta parametrisoida sahkdjen palattua. Tehtaan saato: ei
toimintaa.

4 Kayttd

(1] Jos kaytossa on eNet palvelin, kaytto ja signaalit voivat poiketa tdssa mainitusta.

Silekaihtimen kaytto
®m  Paina ylhaalla tai alhaalla olevaa painiketta yli sekunnin ajan.

Verho kulkee haluttuun suuntaan paateasentoon asti tai pysahtyy painiketta uudelleen pai-
nettaessa.

Tila-LED (4) palaa niin kauan kun verhoa ohjataan.

Lamellien saato
= Paina ylhaalla tai alhaalla olevaa painiketta alle sekunnin ajan.
Liikkuva verho pysaytetaan ja paikallaan oleva verho kaynnistetaan lyhyesti.

5 Tietoja valtuutetuille sahkoasentajille

5.1 Asennus ja sahkokytkenta

ﬁ VAARA!
Sahkoiskun vaara jannitteisia osia kosketettaessa.
Sahkoisku voi johtaa kuolemaan.

Kytke kaikkia vastaavat johdinsuojakytkimet vapaaksi ennenkuin aloitat tyot
laitteella tai kuorman parissa. Ympariston jannitteelliset osat on suojattava.

Laitteen liitanta ja asennus

Jotta siirron laatu olisi mahdollisimman hyva, pida tarpeeksi etaisyytta mahdollisiin hairidlahtei-
siin, naita ovat esim. metallipinnat, mikroaaltouunit, HiFi- ja TV-laitteet, esikytkentalaitteet tai
muuntajat.

Uppoasennettava kytkentalevy on asianmukaisesti asennettu ja kytketty (katso ohje uppoasen-
nettava kytkentalevy).

m  Sijoita radiopainike (3) ja kehys (2) uppoasennettavaan kytkentalevyyn (1).
m  Kytke verkkojannite paalle.
®m  Suorita kayttéénotto.
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5.2 Kayttoonotto

ﬁ VAARA!
Sahkoiskun vaara jannitteisia osia kosketettaessa.

Sahkoisku voi johtaa kuolemaan.

Kayttoonoton aikana peitetdan radioldhettimien ja toimilaitteiden seka niiden
lahelld olevat jannitetta johtavat osat.

i)
[i]

Painike voidaan ottaa kayttoon tassa kuvatun kayttoonoton lisaksi myos eNet palvelimen
avulla.

Tapahtuma- ja asentoajot edellyttavat, etta liitetyn verhon toiminta-ajat on tallennettu toimi-
laitteeseen.

Verhon toiminta-ajan tallentaminen

[i]

[i]

Verhojen toiminta-ajat voidaan tallentaa vaihtoehtoisesti joko suoraan radiopainikkeella tai
litetylla l1ahettimella.

Paina ylhaalla olevaa painiketta A yli sekunnin ajan ja odota, kunnes verho on ylimmassa
paateasennossa ja tila-LED (4) kytkeytyy pois paalta.

Paina alhaalla olevaa painiketta ¥ yli sekunnin ajan.
Verho kulkee alimman paateasennon suuntaa.

Ennen kuin verho saavuttaa alimman paateasennon, paina painiketta koko pinnalta ja pida
se alaspainettuna.

Verho pysahtyy painiketta painettaessa, mutta liikkkuu taas 4 sekunnin kuluttua.

Vapauta painike heti, kun verho on saavuttanut alimman paateasennon, ja paina sita
uudelleen koko pinnaltaan 4 sekunnin kuluessa vahintaan yhden sekunnin ajan.

Toiminta-aika tallentuu. Verho nousee ylimpaan paateasentoon.

Salekaihtimien lamellien ohjausaika ja markiisien kankaan pingotusaika voidaan tallentaa
vain eNet serverin avulla.

Radiolahettimeen liittaminen
Kuorma on kytkettyna pois paalta.

[i]
[i]

Paina painiketta koko pinnaltaan yli 4 sekunnin ajan.

Tila-LED vilkkuu 4 sekunnin kuluttua. Painike on noin 1 minuutin ajan ohjelmointitilassa.
Radioldhetin viedaan ohjelmointimodukseen (katso radiolahettimen ohje).

Sahke laukaistaan radioldhettimesta.

Tila-LED palaa 5 sekunnin ajan.

Painike on liitetty radiolahettimeen. Painike ja radiolahetin poistuvat automaattisesti ohjel-
mointitilasta.

Jos painikkeen tila-LED vilkkuu noin 5 sekunnin ajan 3 kertaa 1 sekunnin valein, ohjelmoin-
ti ei onnistunut. Kaikki muistipaikat on varattu toimilaitteessa tai radiolahettimessa.

Tapahtumapainikkeet taytyy liittaa erikseen.

Radiolahettimen yhteyden erottaminen

[i]

Suorita samat vaiheet kuin liitettdessa (katso Radiolahettimeen liittdminen).

Tila-LED vilkkuu 5 sekuntia nopeasti. Painike on erotettu radioldhettimesta. Painike ja
radiolahetin poistuvat automaattisesti ohjelmointitilasta.

Jos useampia yhteyksia tai yhteen radiolahettimeen kytkettyja nayttdmopainikkeita 10ytyy,
taytyy kaikki erottaa erikseen.

Painikkeen palauttaminen tehdasasetuksiin
Kaikki yhteydet radiolahettimiin katkaistaan ja parametrit palautetaan tehtaan asetuksiin.

[i]

Yhteydet jaa radiolahettimiin ja ne taytyy poistaa erikseen.

Kuorma on kytkettyna pois paalta.

Paina painiketta koko pinnaltaan vahintdan 20 sekunnin ajan.
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Tila-LED vilkkuu 4 sekunnin paasta. 20 sekunnin paasta tila-LED vilkkuu nopeammin.
®  Vapauta painike ja paina sita uudelleen lyhyesti 10 sekunnin kuluessa.

Tila-LED vilkkuu n. 5 sekunnin ajan hitaammin.
Painike on palautettu tehdasasetuksiin.

6 Liite
6.1 Tekniset tiedot

Ympariston lampdtila

Ohjauksen vahimmaisohjausaika kayttétavassa
Salekaihdin

Rullakaihdin

Toiminta-aika

Tehdasasetukset Toiminta-aika

Radiotaajuus

Lahetyksen kantama esteettomassa ymparis-
tossa

Lahetysteho

Vastaanottimen luokittelu

6.2 Parametriluettelo
Laiteparametreja voi muuttaa eNet-Serverilla:
Device and channels

-5...+45°C

0,1s
0,3s

1..600s
120 s

868,0 ... 868,6 MHz
tyyp. 100 m

maks. 20 mW
2

position: Venetian blind

Parameters Setting options, Basic set- |Explanations
ting
Function Venetian blind, unused, basic |Venetian blind

The channel is integrated for
the "Venetian blind" central
function in the eNet SMART
HOME app.

Unused

The channel is not displayed
in the eNet SMART HOME
app and is disabled for use in
the commissioning interface.

Roller shutter

Venetian blind

Awning

Basic setting: Roller shutter

Operating mode

Roller shutter

A rolling shutter or an awning
is controlled for which the
Fabric stretching function is
required.

Venetian blind
A Venetian blind is controlled.

Awning

An awning is controlled for
which the Fabric stretching
function is required.

Advanced device settings

Parameters Setting options, Basic set-

ting

Explanations
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Manual commissioning

On, Off
Basic setting: On

Disables manual commissio-
ning for all device channels. In
the "Off" setting, the device
cannot be reset to the factory
setting.

Allow extension unit operation

On, Off
Basic setting: On

Prevents operation via wired
extensions.

Channel settings

Parameters

Setting options, Basic set-
ting

Explanations

Operating hours up

0...65535
Basic setting: Current value

The time is counted during
which the load is physically
switched on (relay contact clo-
sed).

This parameter can be reset to
"0", for example after exchan-
ging the load.

The Reset button is used to
reset the meter to "0". The
device must be programmed
to apply the change.

Operating hours down

0...65535
Basic setting: Current value

The time is counted during
which the load is physically
switched on (relay contact clo-
sed).

This parameter can be reset to
"0", for example after exchan-
ging the load.

The Reset button is used to
reset the meter to "0". The
device must be programmed
to apply the change.

Extended channel settings

Parameters

Setting options, Basic set-
ting

Explanations

Operating mode

Roller shutter

Venetian blind

Awning

Basic setting: Roller shutter

See Device and channels.

Manual commissioning

On, Off
Basic setting: On

Blocks manual commissioning
for the device channel. In the
"Off" setting, the device can-
not be reset to the factory set-
ting.

Local Operation On, Off Blocks the output for operation
Basic setting: On using the button.
Running time 1...600 sec Absolute time which the

Basic setting: 120 s

blind/shutter requires from the
top to the bottom end position.
The entry is essential if scene
or position movements are to
occur.
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Slat change-over time
Fabric-stretching time

Oms ... 10 sec
300ms...10s

Basic setting: 0 ms / 300 ms

Absolute time for changing-
over Venetian blind slats. The
fabric stretching time can also
be set here for the Awning
operating mode.

Minimum change-over-time

300 ms ... 10 sec

Basic setting

i1s

Minimum interruption time
when changing directions. Inc-
reasing the minimum change-
over time will cause less wear
on the motors.

Invert movement direction

On, Off
Basic setting

: Off

Inverts the activation of the
relay outputs. During inverted
operation, the relay outputs
"Up" and "Down" should be
activated in reverse. This is
required, for example, for
controlling skylights.

Behaviour on voltage return

No change

Configured value

Basic setting

: No change

Defines the behaviour of the
output after voltage return.
RMD design: Bus voltage
return

Configured venetian blind
position

0..100 %
Basic setting

10 %

If the value "Configured posi-
tion" is entered for the para-
meter "Behaviour after voltage
return”, then the blind/shutter
position set here is approac-
hed.

Configured slat position

0...100 %
Basic setting

0%

If the value "Configured posi-
tion" is entered for the para-
meter "Behaviour after voltage
return”, then the slat position
set here is approached.

Behaviour after the end of the | no change Behaviour of the output when
disabling function Last value a block is removed.

Down

up

Basic setting: No change
Manual saving of the scene On, Off Disables the saving of the cur-

values

Basic setting:

On

rent Venetian blind position as
scene value in an actuator for
a command via a transmitter.

Priority, lock-out protection

0..4

Basic setting:

Specifies the priority for recal-
ling and removing a scene of
type Lock-out protection for
the channel.

Activate lock-out protection
blind position

0...100 %
Basic setting

0%

Defines the behaviour of the
output on activating the lock-
out protection.

Activate lock-out protection
slat position

0...100 %
Basic setting

0%

Defines the slat position of the
output on activating the lock-
out protection. Only visible
when the Venetian blind ope-
rating mode is set.
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Deactivate lock-out protection
blind position

0..100 %
Basic setting

0%

Defines the behaviour of the
output on deactivating the
lock-out protection. Only
visible when the priority for the
lock-out protection is 0.

Deacitvate lock-out protection
slat position

0..100 %
Basic setting

:0%

Defines the behaviour of the
output on deactivating the
lock-out protection. Only
visible when the priority for
lock-out protection is 0 and the
Venetian blind operating mode
is set.

Priority, restraint

0..4

Basic setting:

Specifies the priority for recal-
ling and removing a scene of
type Restraint for the channel.

Activate force operation blind
position

0..100 %
Basic setting

0%

Defines the behaviour of the
output on activating the forced
operation.

Recall forced operation slat
position

0..100 %
Basic setting

0%

Defines the slat position of the
output on activating forced
operation. Only visible when
the Venetian blind operating
mode is set.

Deactivate force operation
blind position

0...100 %
Basic setting

0%

Defines the behaviour of the
output on deactivating the
forced operation. Only visible
when the priority for the forced
operation is 0.

Deacitvate forced operation
slat position

0..100 %
Basic setting

:0%

Defines the slat position of the
output on deactivating forced
operation. Only visible when
the priority for the forced ope-
ration is O and the Venetian
blind operating mode is set.

Priority, wind alarm

0..4

Basic setting:

Specifies the priority for recal-
ling and removing a scene of
type Wind alarm for the chan-
nel.

Activate wind alarm blind posi-
tion

0...100 %
Basic setting

0%

Defines the behaviour of the
output on activating the wind
alarm.

Recall wind alarm slat position

0...100 %
Basic setting

0%

Defines the slat position of the
output on activating the wind
alarm. Only visible when the
Venetian blind operating mode
is set.

Deactivate wind alarm blind
position

0..100 %
Basic setting

10 %

Defines the behaviour of the
output on deactivating the
wind alarm. Only visible when
the priority for the wind alarm
is 0.
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Deacitvate wind alarm slat
position

0..100 %
Basic setting

0%

Defines the slat position of the
output on deactivating the
wind alarm. Only visible when
the priority for the wind alarm
is 0 and the Venetian blind
operating mode is set.

Priority, sun protection

0..4

Basic setting:

Specifies the priority for recal-
ling and removing a scene of
type Sun protection for the
channel.

Activate sun protection blind
position

0...100 %
Basic setting

1100 %

Defines the behaviour of the
output on activating the sun
protection.

Recall sun protection slat posi-
tion

0...100 %
Basic setting

1100 %

Defines the slat position of the
output on activating the sun
protection. Only visible when
the Venetian blind operating
mode is set.

Deactivate sun protection
blind position

0..100 %
Basic setting

0%

Defines the behaviour of the
output on deactivating the sun
protection. Only visible when
the priority for the sun protec-
tion is 0.

Deacitvate sun protection slat
position

0...100 %
Basic setting

0%

Defines the slat position of the
output on deactivating the sun
protection. Only visible when
the priority for the sun protec-
tion is 0 and the Venetian
blind operating mode is set.

Priority, twilight

0..4

Basic setting:

Specifies the priority for recal-
ling and removing a scene of
type Twilight for the channel.

Activate twilight blind position

0...100 %
Basic setting

:100 %

Defines the behaviour of the
output on activating the twi-
light function.

Activate twilight slat position

0...100 %
Basic setting

1100 %

Defines the slat position of the
output on activating the twi-
light function. Only visible
when the Venetian blind ope-
rating mode is set.

Deactivate twilight blind posi-
tion

0..100 %
Basic setting

0%

Defines the behaviour of the
output on deactivating the twi-
light function. Only visible
when the priority for the twi-
light function is 0.

Deacitvate twilight slat position

0...100 %
Basic setting

0%

Defines the slat position of the
output on deactivating the twi-
light function. Only visible
when the priority for the twi-
light function is 0 and the
Venetian blind operating mode
is set.

Information window

During channel selection in the Information window, the following settings can be made or

values displayed.
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Display value

Explanations

Position value, venetian blind

The position value of the Venetian blind can
be changed.

Position value, slat

The position value of the slat can be changed.

Restraint

Display of forced position status.

Lock-out protection

Display of the lock-out protection status

Operating hours UP

Display of the operating hours in the UP direc-
tion since the last restart in the Settings win-
dow.

Operating hours DOWN

Display of the operating hours in the DOWN
direction since the last restart in the Settings
window.

6.3 Lisatarvikkeet

Voidaan yhdistaa salekaihdinjarjestelman kaikkiin kytkentalevyihin.

6.4 Vaatimustenmukaisuus

Taten Gira Giersiepen GmbH & Co. KG vakuuttaa, etta radiolaitteisto mallia

Tilausnro. 5491 ..

vastaa direktiivia 2014/53/EU. Tuotteen taydellinen numero |16ytyy tuotteen paalta. EU-vaati-
mustenmukaisuusvakuutuksen taydellinen teksti I6ytyy seuraavasta Internet-osoitteesta:

www.gira.de/konformitaet

6.5 Takuu

Takuuasiat hoidetaan voimassa olevien lakien mukaisesti laitteen myyneen liikkeen kautta.

Gira

Giersiepen GmbH & Co. KG
Elektro-Installations-
Systeme

Industriegebiet Mermbach
Dahlienstralle
42477 Radevormwald

Postfach 12 20
42461 Radevormwald

Deutschland

Tel +49(0)21 95 - 602-0
Fax +49(0)21 95 - 602-191

www.gira.de
info@gira.de
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